
 35 ±0.5  130.50 ±1 

 8  3 

 25 

 
20

 

 
19

h6
 

 -0 0.
01

3
 

 
70

h7
 

 -0 0.
03

 
 2 

A

A

 6
 

 21.50 

 M5 15  6
3.

64
 

 80 
 4- 6.40 

 
90

 ±
0.

1 

2-4

W 750
VAC 220
A 4.4
A 13.8
N.m 2.39
N.m 7.17
rpm 3000
rpm 6000

V/1000rpm 34

N.m/A 0.54
Ohms 1.08
mH 2.1
mH 2.5
ms 3.89

×10  kg·m 1.78

10
17bit/23bit
F(155℃)
IP65

B

C

D

1 2

A

321 4

B

A

5 6

C

WD80M-07530S-A1G-L2
WD80M-07530S-C1G-L2
WD80M-07530S-D2G-L2

维控科技

3000 6000
V（RPM）

0

T（
N.
m）

7.17

2.39

Oil seal

Torque-speed
 characteristics

Parameter Unit Value

Rated power

Rated voltage

Rated current

Peak current

Rated torque

Peak torque

Rated speed

Peak speed

Back EMF

Torque constant

Line resistance

D-axis inductor

Q-axis inductor

τe

Rotor inertia

Poles
Motor model

Encoder

Insulation level

Protection level
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